1 



Method of and Apparatus for Cross-platform Core Dumping During 
Dynamic Binary Translation 

Technical Field 

The present invention relates to failure analysis of software, which belongs to a host computer 
architecture and is run on a target computer system under an emulation mode via a dynamic 
binary translator. More particularly, although not exclusively, the invention relates to a method 
of and apparatus for generating and analyzing a core dump file for software applications during 
their migration from a source computer system to a target computer system. 

Background Art 

A major problem with transitioning to a new computer architecture is that users usually want 
applications which had previously been run on the old architecture to be run on the new 
architecture. Considerable investment in time and money is expended in developing 
applications and training people in the use of the new architecture. Users are also, 
understandably, unwilling to change their work tools during a migration to a new computer 
architecture. Preserving legacy applications can, of course, be achieved by porting the 
application to the new environment. However, this requires that the source code be accessible 
and that the application be recompiled specifically for the new platform. If every component of 
the source code is not available, porting the application is either extremely time-consuming or 
impossible. 

This problem can be solved, to a degree, using binary translation techniques whereby the binary 
code from the legacy application is automatically converted from one instruction set to another 
without the need for high-level source code 

An example of a binary translation system is the Aries product available from Hewlett-Packard. 
The Aries product assists migration between the PA-RISC (precision architecture reduced 
instruction set computing) architecture and IA-64 systems running HP-UX. The Aries fast 
interpreter accurately emulates a complete set of PA-RISC instructions with no user 
intervention. During interpretation, it monitors the applications execution pattern and translates 
only the frequently executed code into native IA-64 code at runtime. At the end of the 
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emulation, Aries discards all the translated code without modifying the original application. 
Therefore, dynamic translation provides fast emulation and preserves the integrity of the 
emulated PA-RISC application. The Aries dynamic translator also p erforms E nvironment 
Emulation which emulates PA-RISC applications system c alls, signal delivery, exception 
management and threads management. 

When performing the translation of an application from a source architecture to a target 
architecture, it is extremely useful to have access to the same analytical tools as would be 
available to a programmer developing an application for a specified architecture. A key 
tool/process is the facility to analyse a core dump file. 

A core dump can be defined as printing or the copying to hard disk the contents of a random 
access memory (RAM) of a machine (e.g., a computer) and all hardware registers at a specific 
moment, usually when a system failure occurs. A core dump can be thought of as a complete 
snapshot of the RAM and all hardware registers of the machine and thus represents the state of 
the machine at the time of the system failure. Thus, a core dump is used mainly for debugging a 
program during development of an application. In the present context, it is envisaged that core 
dumps are to be used in the maintenance of emulated applications where the application needs 
to be debugged so that problems in emulation of the non-native application can be resolved. 
When an emulated application crashes on a target machine, the core file produced corresponds 
to that of the emulator. It carries virtually no information relating to the emulated application 
and thus there is no way for an application developer to analyse the cause of the fault. 

It is therefore an object of the invention to provide a method of and apparatus for allowing a 
user to obtain a core dump image of a software application belonging to a source platform, 
running on a target platform, with the help of a software emulator, in the situation where the 
emulated application crashes on the target system. 

Disclosure of the Invention 

In one aspect the invention relates to a method of creating a core file derived from an 
application crash, said application belonging to a source platform and being run on a target 
platform, comprising the steps of: 

emulating the application on the target platform; 
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in response to the crash occuring, detecting whether the crash corresponds to the failure of a 
process corresponding to the emulated application; and 

mediating the crash process by intercepting information relating to the failure of the emulated 
application and writing a core file corresponding to the failure of the emulated application 
running on the source platform. 

The mediation process preferably includes the steps of: 

suspending all processes except the process handling the creation of the core file; 

writing the contents of the emulated applications core file to non- volatile memory. 

The mediation process may also include the step of writing out data relating to the emulation state of the 
application to the core file. 

In a preferred embodiment the mediation step includes the step of writing out data relating to the process, 
data segments, stack segments, shared memory segments, and MMAP memory segments, to the core file. 

The mediation step may further include one or more of the steps of writing out information identifying 
the core version, the process which caused the crash, the host platform kernel version to which the core 
file belongs, and the name of the application which produced the core file. 

The steps of setting up the core file book-keeping parameters preferably include one or more of (1) 
setting permissions for the core file, (2) specifying the core file name, (3) determining the maximum 
allowable size for the core file, (4) creating an empty core file, and (5) determining the number of 
writable segments to be written to the core file. 

The method may further including the step of writing out a specified file header to the core file. 

The mediation step is preferably invoked when one or more specified signals is received from the target 
platforms operating system. 

In a preferred embodiment, the emulation step includes monitoring book-keeping information required to 
mediate a crash and creation of a core dump file relating to the emulated application. 

Preferably the book-keeping step includes monitoring one or more data relating to the state of the 
emulated application. 
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Preferably the data relating to the state of the emulated application includes one or more of (1 ) the start 
address of the applications data segment, (2) the size of the applications data segment, and (3) system 
calls made by the application which specify the state of the emulated application. 

Preferably, the method includes the step of implementing a signal handler adapted to intercept the 
signals which, on receipt of said signals, would cause a core dump in the target platform. 

In a further aspect, the invention relates to a binary translator adapted to operate in accordance with the 
method as hereinbefore defined. 

In yet a further aspect, the invention relates to a computer adapted to operate in accordance with the 
method as hereinbefore defined. 

In a further aspect, the invention relates to a memory s toring instructions specifying a method of 
operating a computer as hereinbefore defined. 

Brief Description of the Drawings 

The present invention will now be described by way of example only and with reference to the 
drawings in which: 

Figure 1: is an illustration of the process of cross-platform core file generation via a 
software emulator; 

Figure 2: is an illustration of an exemplary core file layout for a host computer system; 
and 

Figures 3 a and 3b: together are a block diagram of an example of the operation of a core 
file generation layer. 

Detailed Description of the Drawings 

Figure 1 is a schematic illustration of how an application is migrated to a new host platform. A 
legacy platformlO running a legacy software application is shown at the left of Figure 1. 
According to techniques known in the art and discussed in the Background portion of this 
specification, software is conventionally migrated to the target platform 1 1 and takes the form 
1 6. This host application is run on a software emulator 1 3 as described briefly above. There are 
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a number of emulation approaches and the example of the applicants Aries system is assumed 
here. 

If the program crashes (operation 19), a core file 20 is written. However, core file 20 
corresponds to the RAM and register state for the target machine running the emulator 1 3, not 
the host machine. Core file 20 therefore carries virtually no information regarding the state of 
the host application and its detailed interaction with the emulator 1 3 and the target platform 1 1 . 

A preferred embodiment of the invention functions as shown in the right hand portion of Figure 
1 . Here, an intermediary layer 1 8 is interposed between the software emulator 1 3 and the post- 
crash process including program crashes step 29 and core dump file 2 1 for software from the 
host platform 10. This intermediate layer 1 8 manages the creation of a core dump file 2 1 in such 
a way that the core file 21 which is produced corresponds to the core file of the original 
application 23 running on the host platform 10. 

Thus the application 1 0 can be debugged as if it were being run on its native platform 1 0 when 
in fact it is being run on an emulator. 

According to the presently described embodiment, the intervening layer 1 8 includes a Corefile 
Generation Layer (CGL) which, when augmenting a software emulator 1 3, makes cross- 
platform core file generation for a host application possible. 

In the following description, the core file generation layer is referred to as the CGL and the 
software emulator, as the Dynamic Binary Translator or DTS. For the purpose of this 
description, a UNIX® like environment is assumed, although other architectures and operating 
system environments are possible and the specific operation of the present cross-platform core 
file generation technique will be clear to one skilled in the art. 

A UNIX® like environment provides the following abstractions: 

processes 

threads 

signals 

system calls. 
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On any UNIX® system, a core dump image is generated in response to a process crashing with 
an un-handled signal. In this situation, the operating system writes out an application core file 
before terminating the process. This process of writing the corefile is completely internal to the 
operating system. 

To this end, any UNIX® process which receives any of the following signals, and does not have 

a signal handler installed for the same, is terminated with the generation of a core dump image. 

These signals are as follows: 

SIGFPE 
SIGSEGV 
10 • SIGBUS 

SIGQUIT 
SIGILL 
SIGTRAP 
SIGABRT 
15 • SIGEMT 

SIGSYS 
SIGXCPU 
SIGXFSZ 
SIGGFAULT 

20 The core file which is produced during any such system fault has multiple sections. Each 

section has a header which identifies the section, its type, file offset, length etc. These sections 
represent unique information about the processes virtual address space. Some sections of the 
core file also include information only for identification of the core file. For example, the 
operating system version, hardware model, which process produced the core file etc. Typically 

25 the core file includes the following information 



File header. 

Version identification section. 

The command name that caused the core file to be generated. 
30 procjnfo (machine savejstate) structure for each thread in the process. 

The data segment of the program. 
The stack of the program. 

Writable shared memory (one core file section for each shared memory object). 

Writable private MMAP regions (one core file section for each writable private mmap area). 

35 In the present example, the core file layout for the host computer is assumed to be that as shown 

in Figure 2. Referring to Figure 2, an Elf64 core file layout of the host machine has 
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architecture-specific extensions to the Elf file format. This is in accordance with the applicants 
own specifications. 

The software emulator or Dynamic Binary Translator (DTS) is a program which is able to 
automatically run an application, which is native to a host computer system, on a target 
computer system. That is, a software emulator hosts all of the host computer system software on 
the target computer system. For the purposes of this description, we will assume the presence of 
a DTS with certain minimum functionalities as follows. 

Whenever software belonging to the host system is run on the target system, such hardware is 
automatically emulated by the DTS. 

The DTS is capable of environment emulation. That is, the DTS is able to detect system calls 
of a program and either pass the calls on to the operating system of the target computer system 
operating system, or emulate the calls within the DTS itself. This assumes that the DTS is able 
to extract the system call arguments and system call return values of the program. 

The DTS needs to be able to deliver signals and exceptions to the program. This means that the 
DTS can detect if the program has a signal handler installed for a given signal and if it has, 
upon receipt of such a signal the DTS emulates the signal handler of the program. If a signal 
arrives and the program does not have a signal handler installed for that signal, the DTS calls 
the Corefile Generation Layer (CGL). In this case, the DTS ensures that the default behaviour 
for such a signal is to terminate the program with a core dump file. 

In relation to the program, the DTS maintains information about each thread in the program as 
well as information about critical context (register state) of each thread. This includes the per- 
thread register state, signal mask, program counter etc. 

In operation, the DTS determines whether a signal is intended for DTS internal use or if the 
signal is to be delivered to a program. The DTS makes available to the CGL all the information 
needed to write out a core file for the emulated program on the target system. 

The embodiment of the invention described herein performs three primary functions: making 
the DTS capable of handling the book-keeping information which is required by the CGL, 
detecting the conditions under which the DTS should call the CGL, and enabling the CGL to 
write out the core file for the program. The operation of the cross-platform core dumping 
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method is explained as follows with reference to the exemplary embodiment illustrated in 
Figures 3 a and 3b. 

As a preliminary point, while the DTS emulates the program on the target computer system, the 
DTS computer system needs to record the start address of the data segment of the program in 
memory and the initial size of the data segment as datajtart and data_size respectively. The 
DTS also tracks all brk()/sbrk() system calls made by the program. This is required as the usage 
by the program of mallocQ and similar library routines would dynamically change the end of 
data segment address. The following pseudocode can track and record the programs 
brk()/sbrk()system calls. 



Initially record data_endaddr = data_start + data_isize 
If (brk/sbrk system call succeeds) 
then 

extract endaddr parameter from brk()/sbrk() 
1 5 use endaddr to update data_endaddr global variable . 

The DTS also records the basename of the program as app basename as well as tracking the 
mrnapQ system calls of the program. One method of tracking and recording private writable 
mmapQ system calls is: 

20 

if (mmap system call succeeds) and 

(mmap does not correspond to mmap of TEXT segment) 
then 

extract protect, flags, address, length arguments from mmapO 
25 create a node with extracted parameters 

add the node to a global mmap_list_p linked list. 

The DTS also needs to track the mprotectQ system calls of the program. This is required as the 
program might zero out access permission on some pages in private writable mmap regions. 
The following method can be used to track and record mprotectQ system calls. 

30 

If (mprotect system call succeeds) 
then 

extract protection, length and address arguments from mprotect 0 
create a node with extracted parameters 
35 add the node to a global mprotect_list_p linked list. 



The DTS also tracks a number of other systems calls of the program. These calls can be enumerated as 
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follows with suitable pseudocode methods given. 

munmapQ system calls. 

If (munmap system call succeeds) 
then 

5 extract address and length parameters from munmap () 

based on extracted parameters check if any node in mmap_list_p and 
mprotect_list_p matches to this munmap () ? 
If yes, then remove the node from corresponding list. 



1 0 shmatQ system calls. 

If (shmat system call succeeds) 
then 

extract shmid, shmaddr and shmflags parameters from shmat () 
create a node with extracted parameters and initialize the length shmlen 
15 of each segment to zero (to be filled later) . 

add the node to a global shm_list_p linked list. 



shmdtQ system calls. 

if (shmdt system call succeeds) 
20 then 

extract shmaddr parameter from shmdt {) 

search shm_listjp for a node that matches shmaddr ; 

if a node is found, then delete it. 



25 shmctlQ system calls. 

If (shmctl system call succeeds) 
then 

extract shmid and cmd parameters from shmctl {) 
if (cmd == IPC_RMID) 
30 then 

search shm_list_p for a node that matches shmid. 

If a node is found, then delete it 



The DTS also controls the stack of the program. To this end, the DTS records the start and end 
35 addresses of the stack of the program as stack jstart and stack end respectively. The DTS make this 

information available to the CGL and updates the 5- tack start and stack end appropriately as the 
programs emulation progresses. Referring to Figures 3a and 3b, the DTS installs its own signal handler 
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for all signals, having a default behaviour that terminates the process with a core dump image. These 
signals which cause this behaviour are enumerated above. 

Here, the reference numerals refer to the steps or operations in the method as shown in Figures 3a and 
3b. For the CGL to be called by DTS it is necessary that a default signal handler be registered by the 
5 software emulator with the target computer system OS. The presence of the DTS signal handler 

(operation 51) causes the target computer system operating system to send the signal to DTS (operation 
52). The signal handler, upon receipt of the signal, calls the CGL (operation 54) as described as follows. 

The following method can be used to determine when and how the DTS should call the CGL. 

10 If (signal is one of SIGFPE, SIGSEGV, SIGBUS, SIGQUIT, SIGILL, SIGTRAP, 

SIGABRT, SIGEMT, SIGSYS, SIGXCPU, SIGXFS2, S IGGFAULT ) 

and 

(signal is to be delivered to program) 
and 

15 (for signal, program's signal handler == SIG_DFL) 

then 

block all signals from arriving after this point 
call CGL as error = CGL (signal, 

si_code, 

20 processor dependent save_state flags, 

core flags) 

if (error occurred) 
then 

print out error message and abort DTS. 
25 else 

stop target computer system OS from writing core file for DTS, by 
zeroing out the maximum size of core file. On some UNIX® flavors 
setrlimit (RLIMIT CORE, ...) will do. 



30 The CGL writes out the core file in a manner which is similar to how the HOST computer system's 

operating system would write out the core file for the program. 

The following method forms the backbone of this embodiment of the CGL design and is described in 
detail with reference to Figures 3a and 3b. 

The DTS initially calls the CGL with the parameters: signal, si_code, ss_f lags and 
35 core_f lags (operation 54) . For security reasons core files for the program that are setuid and/or 
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setgid are not written. The following method can be used in this situation. 

If getuidO != geteuidO or getgidO != geteuidO 
then 

5 do not write core file for the program. 

Abort CGL silently and let target computer system write out core file for 

dts . [See operation 57 in Figure 3a] 

All other threads in the process are suspended except the present thread (operation 55). The CGL can 
optionally write out the core file as core . appname (operation 58) to differentiate the programs core 
1 0 files from DTS's own core files according to the following method. 

If (core_flags CORE_ADDPID) 
then 

corefilename = string concatenation of core.app basename . getpid ( ) 
15 else 

corefilename - string concatenation of core .app_basename 

The next step is that the DTS determines the maximum allowable core file size for the program 59. 

Use system call getrlimit (RLIMIT_CORE # ...) to get max core file size. 
20 Use system call ulimit (ULJ3ETFSIZE) to get max size of file that this process 

can create. 

Record max_coref ile_size ■ least of (max core file size, max size of 

file) 



25 This is done with the proviso that the DTS does not create a new core file or truncate an existing core 

file if max_corefile_size is 0 (operation 60). 

if ( max_coref ile_size -= 0) 
then 

30 abort CGL silently without creating core file or truncating 

existing core file. 

The DTS then creates a file corefilename in the current working directory and gives the user only 
permission to access the corefile (operation 61). If a corefile already exists, its length is truncated to 
35 zero. The file descriptor for writing out the core file contents is then recorded. 
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corefile_fd = creat (coref ilename, S_IRUSER | S_IWUSER) 

Then the number of segments to be written to core file is counted as below (operation 62). This is 
required, as space needs to be reserved for the program header table after the ELF file header at the start 
5 of core file. 

Counting num of writable shared memory segments 

• Use gettuneO or equivalent system call to find if target computer system 
OS allows writing of read-only and/or read-write shared memory segments to 
core file. 

• if no, then no shared memory segment will be written to core file. In this 
case, initialize num of writable shared memory segments to zero. 

• if yes, then walk through shm_list_p and use system call pstat_getshm{ ) to 
extract attributes corresponding to each shared memory segment represented 
by a node in list shm_list_jp. 

• For each eligible shared memory segment, update the length of segment in 
shm_listjp node. 

• Mark the eligible nodes for writing to core file. 

• Count the number of eligible nodes in shm_list_p. 

Counting num of writable private mmap memory segments 

• Walk through mmap_list_p list and for each node check if protect field is 
PROT_WRITE and flag field is MAP_PRIVATE. 

• Mark each eligible node for writing to core file. 

• Count the number of eligible nodes in mmap_list_p. 

num_dumpable_segments =' 1 segment for core file version + 

1 segment for core file identification + 
1 segment for command name + 
30 num of active threads in process + 

1 segment for data + 
1 segment for stack + 

num of writable shared memory segments + 
num of writable private mmap memory segments 

35 

The ELF file header is the written out to the core file (operation 63) according to: 
Initialize a structure elf64_ehdr of type Elf64_Ehdr as below 

• Initialize all architecture and data model specific fields according to 
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HOST computer system. 
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• Initialise elf 64_ehdr . e__type = ET_CORE 

• Initialize elf 64_ehdr . e^phnum - num_dumpable_segments 

• Initialize elf 64_ehdr . e_phof f = sizeof (elf 64_ehdr) 
5 Write out elf64_ehdr to core file 

write (coref ile_fd, &elf64_ehdr, sizeof (elf 64_ehdr) 

A program header table is to be written after the elf64_ehdr in the core file. However, the program 
header table will be populated with each segment that is written to core file. Therefore, the DTS 
1 0 keeps the program header table in memory and writes it out to the core file once all the segments are 

written (operation 64). 

Declare program header table as 

Elf64_Phdr prog_hdr_tbl [num_dumpable_segments] = {0} 

15 

The CORE VERSION is then written to core file (operation 65). This is generally a constant integer 
and is specific to a computer system. 

Leave out space for program header table in core file 
20 lseek (coref ile_fd, sizeof (elf 64_ehdr) +sizeof (prog_hdr__tbl) , SEEK_SET) 

check_error ( ) 

Write out CORE VERSION to core file 

write (coref ile_fd, &Elf 64_C0RE_VERSI0N, sizeof (int) 

Update prog_hdr_tbl as 
25 prog_hdr_tbl [0] .p_type = PT_HP_CORE_VERSION 

prog_hdr_tbl [0] .p_offset = coref ile offset at which CORE VERSION was written 
prog_hdr_tbl [0] .p_f ilesz = sizeof (Elf 64_C0RE_VERSI0N) 
prog_hdr_tbl [0] .p_memsz = sizeof (Elf 64_C0RE_VERSI0N) 



30 The COREJCERNEL version is then written to the core file. The CORE KERNEL version specifies to 

which computer system this core file belongs. The CORE KERNEL is initialized and written out to core 
file as described below. This segment typically includes what the "uname - a" command shows on the 
HOST computer system. 

The system then prepares a structure of type lit sname for the host computer system and initialize the 
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system fields as the host computer system would have initialized it. 



check_error ( ) 

Write out utsname structure to core file at current file offset. 
5 Update next entry in prog__hdr_tbl , with p_type field initialized as 

PT HP CORE KERNEL 
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The COMMAND name is then written to the core file (operation 67). This indicates the basename of 
the application that produced the core file. 

check_error ( ) ; Write out app_basename to core file at current file offset. 
Update next entry in prog_hdr_tbl , with p_type field initialized as 
PT HP CORE COMM. 



1 5 procjnfo is written out for each thread to the core file (operation 68). The procjnfo structure specifies 

the machine register context along with the signal name, si_code, ss Jlags etc. This structure is specific 
to HOST computer system. 

for each active thread i in process 
do 

20 construct proc_info structure for thread i, based on critical register 

context supplied by DTS and signal, si_code, ss_flags (parameter for CGL) . 
This is similar to machine save_save on HOST computer system. 

check_error () 

Write out proc_info for thread i to core file at current offset 

25 Update next entry in prog_hdr_tbl with p_type field initialized as 

PT_HP_CORE_PROC 

done 



The DATA segment is then written out to the core file (operation 71): 

30 data_seg_size = Roundup_on_next_page_boundary {data_endaddr - data_start) 

check_error ( ) 

Write out data_seg_size bytes from data_start to corefile. 

Update next entry in prog_hdr_tbl with p_type field as PT_HP_CORE_DATA 
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The STACK segment is then written out to the core file (operation 72): 

stack_seg_size = Roundup_on_next_page_boundary (stack_end - stack_start) 
5 check_error ( ) 

Write out stack_seg_size bytes from stack_start to corefile. 

Update next entry in prog_hdr_tbl with p_type field as PT_HP_CORE_STACK 



The Shared memory segments are then written out to the core file (operation 73): 

10 

for each eligible entry i in shm_list_j? 
do 

check_error ( ) 

extract shmlen and shmaddr for shared memory segment from node i 
15 write out shmlen bytes to core file from address shmaddr 

Update next entry in prog_hdr_tbl with p_type field as PT_HP__CORE_SHM 
done 



The writable private MMAP memory segments are written out to the core file (operation 76). It is 
20 possible that the program has zeroed out access permissions on some pages in the writable private mmap 

memory regions. To write the core file, the DTS makes all such PROT_NONE pages have at least 
PROTREAD page protection. 

For each entry i in mprotect_list_p 
25 do 

extract protection, length, address from node i 
if (protection & PROT_READ == 0) 

mprotect (address, length, PROT_READ) 

done 

30 for each eligible entry i in mmap_list_p 

do 

check_error ( ) 

extract address and length for shared memory segment from node i 
write out length bytes to core file from address address. 
35 Update next entry in prog_hdr_tbl with p_type field as PT_HP_CORE_MMF 
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done 



The program header table is written out to the core file (operation 79). By now all dumpable segments 
have been written to the core file. 

Iseek (coref ile_fd, sizeof (elf 64_ehdr) , SEEK_SET) 
write (coref ile_fd, &prog_hdr_tbl , sizeof (prog_hdr_tbl) 



The host computer operating system may require certain segments in the core file to have a specific (4 or 
1 0 8 byte) alignment. While writing the above segments, care needs to be taken for alignment of segments 

in the core file. If a start offset of a segment is not correctly aligned, then some space is left and writing 
is started at the next aligned offset. 

Before writing out a segment to the core file, the DTS checks to see if writing this segment would cause 
the core file size to exceed max_coref ile_size. If this happens, the error is flagged and the CGL 
1 5 aborts. In such case the segment is not written to the core file. This is done by a call to the function 

check_error ( ) . 

After the CGL has finished writing the core file for the program, the CGL needs to inform the TARGET 
computer system operating system not to write out the core file for the DTS itself (operation 78). 

20 Through getrlimit {RLIMIT_CORE, ...) get the current max core file size. 

Modify the soft limit for maximum core file size as zero. 

Through setrlimit (RLIMIT_CORE , ...) set the max core file size to zero. 

If the caller of the CGL has specified that the process is to be continued (core_flags != 
25 CORE_EXIT) after writing core file for program, resume all threads in the process and continue 

(operation 80). 

If (core__flags & CORE_EXIT) 
then 

30 no need to resume all threads in program, as process is anyway going to exit, 

else 

revert original protection id on all mprotect'ed regions 
resume all threads in process 
raise (signal) // Since operation 78 has set core file size to zero. This will cause 
35 underlying 

// shell to print standard coredump error message and set exit status. 
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This terminates at steps 83 and 84 with the signal handler being uninstalled at operation 82. 



Thus, in effect, the emulation system continues with the apparent system fault causing a core 
file to be created 'gracefully'. The core file represents the host application running on the target 
machine and thus can be used for debugging and analysis purposes. 

5 Although the invention has been described by way of example and with reference to particular 

embodiments it is to be understood that modification and/or improvements may be made 
without departing from the scope of the appended claims. 

Where in the foregoing description reference has been made to integers or elements having 
equivalents, then such equivalents are herein incorporated as if individually set forth. 
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